
• Acoustical benefits (average 23 db reduction)

• Ergonomically correct

• 85% recycled content

woven flooring



The whole CORKTEX®, range is 
designed with fabrics made with high 
tenacity polyester thread that offers 
design, colour, style and resistance to 
abrasion.
They have the Microban treatment 
that prevents the proliferation of 
bacteria and fungi. 

These fabrics are fixed to a support 
comprising a thick and compact 
agglomerate of cork and rubber 
granules highly resistant to 
compression, obtained through a 
recycling process, which gives us a 
support or ecological base that is 
respectful of the environment.

CORKTEX® contains 85% recycled 
material. This recycling process consists 
of using the cork in the form of bottle 
caps and other presentations that can 
no longer be reused for these 
applications. The same applies to the 
rubber, which comes from waste 
vehicle tyres. In a grinding and 
conditioning process, a Cork-Rubber 
mixture can be obtained for use in 

CORKTEX® is a unique contemporary flooring.

Hardwearing, beautiful and ecologically friendly.

Quiet underfoot, easy to walk on and simple to maintain.

What is Corktex®? 
PROPERTIES AND APPLICATIONS

www.corktex.com

various industrial applications, and 
as a support for the CORKTEX® 
product. 

CORKTEX® floor gives high 
soundproofing and good 
thermal comfort, and is therefore 
very suitable both for use as floor 
and wall. It is also anti-slip. 

CORKTEX® may be used in public 
places, hotels, offices, trades, etc.

In greater detail over its 
applications, we can define the 
following:

• Floor covering. It can be in the 
  form of tiles of different sizes, rolls,
  etc.

• Furniture covering. Bed 
   headboard, cabinet doors, etc.

• Total or partial covering of walls,
   skirting, etc.



32XUP

32XXG

320HK

32KT1

32DJ7

32L37

32KK3

32L96

macba

Roll: 25 to 30 m x 1.20 m Tiles: 60 cm x 60 cmTiles: 3 m x 1.20 m
27,34 to 32,84 yd x 47,24 inch 23,62 x 23,62 inch118,0 inch x 47,24 inch



32K24

3200V

32EH6

32AKO

32BT3

louvre

27,34 to 32,84 yd x 47,24 inch 23,62 x 23,62 inch118,0 inch x 47,24 inch
Roll: 25 to 30 m x 1.20 m Tiles: 60 cm x 60 cmTiles: 3 m x 1.20 m



32NG8

32LDD

32NNG

metropolitan

27,34 to 32,84 yd x 47,24 inch 23,62 x 23,62 inch118,0 inch x 47,24 inch
Roll: 25 to 30 m x 1.20 m Tiles: 60 cm x 60 cmTiles: 3 m x 1.20 m



32BB9

32G7

32BN8

32G2

32BN2 

abu dhabi

27,34 to 32,84 yd x 47,24 inch 23,62 x 23,62 inch118,0 inch x 47,24 inch
Roll: 25 to 30 m x 1.20 m Tiles: 60 cm x 60 cmTiles: 3 m x 1.20 m



Fabric:

Backing:

Density Backing:

Thickness Backing:

RECLYCLED MATERIAL:

TOTAL WEIGHT:

TOTAL THICKNESS:

LIGHT FASTNESS:

DIMENSIONAL STABILITY:

2 hours at 60ºC

2 hours in water at 20ºC

24 hours at 60ºC

48 hours atmos.conditioned.

ACOUSTIC ABSORTION:

ACUSTIC ABSORTION ON IMPACT:

BASE CORK-RUBBER

PROPENSITY TO STATIC ELECTRICITY:

RESIDUAL FOOTPRINT:

WHEELED CHAIR TEST:

RESISTANCE TO ABRASION:

SLIP RESISTANCE:

HEAT RESITANCE:

THERMAL CONDUCTIVITY:

FIRE REACTION CLASSIFICATION:

ANTIBACTERIAL/ANTI-FUNGI FABRICS:

FABRIC WITHOUT EMISSIONS:

LEAD FREE:

MAINTENANCE (cleaning):

CLASS LEVEL OF USE:

CHANGE OF APARENCE: COLOR

Vaterman unit EN 15114:2007

 +A1 2008 point 4.2.2

LOSS OF MASS:

EN 15114:2007  +A1 2008 point 4.2.3

STRUCTURAL INTEGRITY:

wheeled chair test: EN 15114:2007

 +A1 2008 point 4.2.4

ISO 105 B02

ISO 2551/EN 986

EN ISO 717-2:2013

ISO 6356:2000

EN ISO 24343-1 2012

EN ISO 985:2002

EN ISO 12947-2

Martindale Abrasim.

EN 13893/2003

Coeffient of friction

EN 12667:2002

EN 13667 :2002

EN 13501-1:2007+A1:2009
 ASTM E648:2007

REACH (EC 1907 / 2006)

Water / Detergents

EN 1307:2004 +A1: 2016

   5.000 cycles

20.000 cycles

There and back 2.000 cycl.

10.000  a 25.000 cycles

High tenacity Poliester/PVC

Cork-Rubber

500 kg/m³

3,2 mm - 0,13 inch

79%

2,55 Kg/m² - 8,34 oz/sq.ft

4,10 mm - 0,16 inch

8

Long. -0,2%   Tranv.  0,0%

Long.   0,0%  Tranv.  0,0%

Long.   0,0%  Tranv. 0,0%

Long.   0,0%  Tranv.-0,1%

IMPACT

EN ISO 717-2:2013

f(Hz)         L(f) db.

1000       15,90

1250       19,70

1600       22,10

2000       24,40

3150       20,10

24db.

< 0,6 KV

< 0,3 mm.

continous use

> 100.000 cycles

0,35

0,063 m2 ºK/W

0,0676 W/m2K

Cfl-s1
1,04W/cm²

MICROBAN

Total elimination 

GREENGUARD

compliant
phthalate free

Suitable

Comercial Class level 

of use 33 heavy

scale of greys    5

scale of greys    5

from 11,10 to 23,40 gr/m2

No damage

High tenacity Poliester/PVC

Cork-Rubber

500 kg/m³

3,2mm - 0,13 inch

75%

2,70 Kg/m² - 8,85  oz/sq.ft

4,30 mm - 0,17 inch

8

Long. -0,2%   Tranv.  0,0%

Long.   0,0%  Tranv.  0,0%

Long.   0,0%  Tranv. 0,0%

Long.   0,0%  Tranv.-0,1%

IMPACT

EN ISO 717-2:2013

f(Hz)         L(f) db.

1000       15,90

1250       19,70

1600       22,10

2000       24,40

3150       20,10

24db.

< 0,6 KV

< 0,3 mm.

continous use

> 100.000 cycles

0,35

0,063 m2 ºK/W

0,0676 W/m2K

Cfl-s1
1,04W/cm²

MICROBAN

Total elimination 

GREENGUARD

compliant
phthalate free

Suitable

Comercial Class level 

of use 33 heavy

scale of greys    5

scale of greys    5

from 11,10 to 23,40 gr/m2

No damage

>5

≤ 0,2%

≤ 0,2%

≤ 0,2%

≤ 0,2%

≤ 2,0 KV

≤ 0,3 mm.

> 0,30

< 0,17 m2 KW

Total elimination

of bacteria/fungi

Without emisions

min. 4

min.3,5

< 30

No damage

High tenacity Poliester/PVC

Cork-Rubber

500 kg/m³

< 0,6 KV     

                         

< 0,3 mm.                  

continous use

> 100.000 cycles

0,35

Cfl-s1
1,04W/cm²

ASTM G21

Total elimination 

GREENGUARD

compliant
phthalate free

Suitable

Comercial Class level 

of use 33 heavy

scale of greys    5

scale of greys    5

from 3,16 to 18,75 gr/m2

No damage

 Long. -0,2%   Tranv.  0,0%

Long.   0,0%  Tranv.  0,0%

Long.   0,0%  Tranv. 0,0%

Long.   0,0%  Tranv.-0,1%

macba
metropolitan

louvre abu dhabi requirementsreferences models

3,2mm - 0,13 inch                                             

85%                                                     

2,40Kg/m² - 7,86 oz/sq.ft                                   

3,75 mm - 0,15inch  

8                                                          

2,0mm - 0,08 inch                                             

72%                                                     

1,77 Kg/m² - 5,80 oz/sq.ft                                    

2,65 mm - 0,11inch 

8                                                          

0,063 m2 ºK/W

0,0676 W/m2K                            

-

-                           

IMPACT

EN ISO 

717-2:2013

f(Hz)       L(f) db.

1000       15,90

1250       19,70

1600       22,10

2000       24,40

3150       20,10

24db.                                           

REVERBERATING 
CAMERA

EN ISO354/ASTM 

C423-09a

f(Hz) αwCoefficient                                                       

630        0,03

1250      0,10

1600      0,24

2000      0,31

2500      0,24

20db. 



www.corktex.com


